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Q24 INTERLOCKING BRICK/ BLOCK/ ROADS/ PAVINGS
110 CONCRETE BLOCK PAVING
Aggregate Industries supplies the Charcon hard landscaping range of products to the UK construction industry. 
EcoPave Block
StoneMaster Block

Andover Washed Block

Andover Textured Block

Vianova Block

Countrysetts Block

Woburn Original Block
Woburn Rumbled Bock
Nightec Block
Europa Plain / Pencil Edge Blocks
Europa ML
Elite Format 2
Grassgrid

EcoPave Block
Manufactured from a percentage of fully recycled materials, including copper slag and china clay stent, a by-product of the china clay industry used as an aggregate in place of virgin materials. 
Blocks are available with a textured surface and black fleck finish. 
Areas of application include pedestrian areas, shopping precincts and town centres. EcoPave Block paving meets the requirements of BS EN 1338 for strength and skid resistance. 
Consult with Charcon technical literature for details. Charcon can also provide a design and specification service and it is recommended that they are consulted early in the design process.

Manufacturer: Aggregate Industries, Hulland Ward, Ashbourne, Derbyshire DE6 3ET. Tel: 01335 372222. Fax: 01335 370074 Web: www.aggregate.com
Product reference: EcoPave Block Paving

EcoPave Block Sizes: 600 x 200 x 80mm / 300 x 300 x 80mm / 300 x 200 x 80mm / 200 x 200 x 80mm / 200 x 100 x 80mm / 100 x 100 x 80mm (Available in both colours in 200x100x80 only, others made to order)
Special blocks: EcoKerb.
Colour/ Finish: Grey Fleck & Buff Fleck / Textured.
StoneMaster Blocks

A premium quality paving range manufactured to simulate the aesthetic appearance of natural sandstone. Stonemaster is manufactured with up to 50% reclaimed/recycled content.
The slabs are semi dry pressed and secondary processed. Blocks include pre-treatment to protect against surface contamination.
The paving is designed for high volume pedestrian areas, town centres, shopping precincts, footway crossings and for areas subject to occasional light vehicular overrun.
Stonemaster products comply with the strength and slip resistant requirements of BS EN 1338. 
Slip Resistance to BS EN 1338: Low.


StoneMaster. 
Thickness: 80mm
Edge detail: Pencil Edge Chamfer.
Finish: Washed /Cast
Shades: Supplied with three shade/texture variations to simulate the varied appearance of Natural Sandstone. Available in Buff and Grey.
Consult with Charcon technical literature for details. Charcon can also provide a design and specification service and it is recommended that they are consulted early in the design process.
Manufacturer: Aggregate Industries, Hulland Ward, Ashbourne, Derbyshire DE6 3ET. Tel: 01335 372222. Fax: 01335 370074 Web: www.aggregate.com  
Product reference: Stonemaster Block Paving
Colour/ Finish: Three shade variation in both Buff and Grey
Edge detail: Pencil Edge Chamfer
Method of manufacture: Semi dry pressed and secondary processed.
Nominal sizes: 600x200, 300x300, 300x200, 200x200, 200x100 & 100x100x80 
Andover Washed
Manufactured from specially selected granite aggregates and incorporates white cement, using a semi-dry process and a surface wash. 
Andover Washed Blocks meet the requirements of BS EN 1338 for strength and skid-resistance.

Finish: Washed
Shade: Silver Grey / Buff / Anthracite Charcoal. (Buff made to order).
Areas of application: Prestige building developments and pedestrian areas.
Consult with Charcon technical literature for details. Charcon can also provide a design and specification service and it is recommended that they are consulted early in the design process.

Manufacturer: Aggregate Industries, Hulland Ward, Ashbourne, Derbyshire DE6 3ET. Tel: 01335 372222. Fax: 01335 370074 Web: www.aggregate.com 
Product reference: Andover Washed Block Paving.
Sizes: 
600 x 200 x 80mm / 300 x 300 x 80mm / 300 x 200 x 80mm / 200 x 200 x 80mm / 200 x 100 x 80mm / 100 x 100 x 80mm
Special blocks: Andover Textured block paving / Countryside Classic Kerb.
Colour/ Finish: Silver Grey / Buff / Anthracite Charcoal -Washed.
Note; Buff coloured blocks are made to order.

Andover Textured
A premium textured block for prestigious schemes. 
Manufactured from specially selected granite aggregates and incorporates white cement, manufactured using a semi-dry process and shot blasted. 
Andover Textured Blocks meet the requirements of BS EN 1338 for strength and skid-resistance.

Andover Textured: Size: 600 x 200 x 80mm / 300 x 300 x 80mm / 300 x 200 x 80mm / 200 x 200 x 80mm / 200 x 100 x 80mm / 100 x 100 x 80mm / 200x100x60                                                                         
Finish: Textured
Shade: Silver Grey / Midnight Grey / Light Grey / Silver Fleck / White / Cream / Chestnut / Oak. (Cream, Chestnut & Oak made to order, Midnight Grey, Light Grey & Silver Grey made in 200x100x80, all other sizes made to Order ).  200x100x60 available only Light Grey & Silver Fleck
Areas of application: Prestige building developments and pedestrian areas.
Consult with Charcon technical literature for details. Charcon can also provide a design and specification service and it is recommended that they are consulted early in the design process.

Manufacturer: Aggregate Industries, Hulland Ward, Ashbourne, Derbyshire DE6 3ET. Tel: 01335 372222. Fax: 01335 370074 Web: www.aggregate.com
Product reference: Andover Textured Block Paving
Sizes: 
600 x 200 x 80mm / 300 x 300 x 80mm / 300 x 200 x 80mm / 200 x 200 x 80mm / 200 x 100 x 80mm / 100 x 100 x 80mm / 200x100x60
Special blocks: Andover washed block paving / Countryside Classic Kerb
Colour/ Finish: Silver Grey / Midnight Grey / Light Grey / Silver Fleck / White / Cream / Chestnut / Oak  – Textured.

Vianova Paving 
A contemporary range of elegant block pavers for modern cityscapes. The polished block paving uses the finest basalt and granite aggregates and is available in a range of sizes for creative laying patterns. 
Vianova is manufactured using reclaimed/recycled material in the face mix.
The slabs are semi dry pressed and secondary processed. 
The paving is designed for high volume pedestrian areas, town centres, shopping precincts, footway crossings and for areas subject to occasional light vehicular overrun. Vianova has a unique interlocking spacer design to help prevent pavement creep and allowing greater laying patterns in trafficked areas.
Vianova products comply with the strength and slip resistant requirements of BS EN 1338. 


Vianova: Size: 600 x 200mm / 400 x 200mm / 200 x 200mm / 300 x 300mm / 300 x 150mm
Thickness: 80mm
Edge detail: Square Edge
Finish: Polished
Shades: Light Grey, Dark Grey and Anthracite Charcoal
Consult with Charcon technical literature for details. Charcon can also provide a design and specification service and it is recommended that they are consulted early in the design process.

Manufacturer: Aggregate Industries, Hulland Ward, Ashbourne, Derbyshire DE6 3ET. Tel: 01335 372222. Fax: 01335 370074 Web: www.aggregate.com  
Product reference: Vianova Block Paving
Colour/ Finish: Light Grey, Dark Grey and Anthracite Charcoal
Edge detail: Square Edge
Method of manufacture: Semi dry pressed and secondary processed.
Nominal sizes: 600 x 200mm / 400 x 200mm / 200 x 200mm / 300 x 300mm / 300 x 150mm

Countrysetts
Designed to replicate natural granite setts for rural and heritage locations.
Countrysetts are wet pressed using the finest granite aggregates and mica. Following manufacture the blocks are split and rumbled. 
Countrysetts are available in two sizes at 102mm thick and comply with the requirements of BS EN 1338 for strength and slip resistance.


Countrysetts: Size: 220 x 100 x 102mm / 97 x 100 x 102mm
Finish: Rumbled and split
Shade: Silver Grey / Dark Grey
Areas of application:
Pedestrian Rural Areas / Pedestrian Heritage Sites.
Consult with Charcon technical literature for details. Charcon can also provide a design and specification service and it is recommended that they are consulted early in the design process.

Manufacturer: Aggregate Industries, Hulland Ward, Ashbourne, Derbyshire DE6 3ET. Tel: 01335 372222. Fax: 01335 370074 Web: www.aggregate.com
Product reference: Countrysetts Block Paving
Sizes: 220 x 100 x 102mm / 97 x 100 x 102mm
Special blocks: 
Charcon Classic Countryside Kerbs
Andover Textured Block Paving
Colour/ Finish: Silver Grey / Dark Grey - Rumbled and split
Woburn Original
A natural appearance, reminiscent of traditional sandstone setts and available in a range of sizes. Suitable for sett-style paving block with a chamferless weathered appearance, making it ideal for heritage sites and conservation areas. 
Woburn Original is manufactured using a semi-dry process. Pigment is incorporated in batches to produce a spectrum of colours across the blocks. 
The product meets the strength and skid-resistance requirements of BS EN 1338. The 60mm thick blocks are suitable for car parking, 80mm thick blocks are suitable for heavy goods vehicles.

Woburn:Size: 300 x 200 x 80mm / 200 x 200 x 80mm / 201 x 134 x 80mm / 134 x 134 x 80mm / 100 x 134 x 80mm / 201 x 134 x 60mm / 134 x 134 x 60mm / 100 x 134 x 60mm. ( 300x200x80 & 200x200x80 made to order )
Finish: Chamferless.
Shade: Rustic / Graphite 
Consult with Charcon technical literature for details. Charcon can also provide a design and specification service and it is recommended that they are consulted early in the design process.

Manufacturer: Aggregate Industries, Hulland Ward, Ashbourne, Derbyshire DE6 3ET. Tel: 01335 372222. Fax: 01335 370074 Web: www.aggregate.com
Product reference: Woburn Original Block Paving
Sizes:
300 x 200 x 80mm / 200 x 200 x 80mm / 201 x 134 x 80mm / 134 x 134 x 80mm / 100 x 134 x 80mm / 201 x 134 x 60mm / 134 x 134 x 60mm / 100 x 134 x 60mm.
Special blocks: Countryside Classic Kerb / Charcon Block Kerb.
Colour/ Finish: Rustic / Graphite / Chamferless.
Woburn Rumbled
A natural appearance, reminiscent of traditional sandstone cobbles and available in a range of sizes.
Suitable for cobble-style paving block with a weathered appearance, making it ideal for heritage sites and conservation areas. 
Woburn Rumbled are manufactured using a semi-dry process. Pigment is incorporated in batches to produce a spectrum of colours across the blocks, after manufacture the blocks are rumbled to create a weathered appearance. 
The product meets the strength and skid-resistance requirements of BS EN 1338. The 60mm thick blocks are suitable for car parking, 80mm thick blocks are suitable for heavy goods vehicles.

Woburn: Size: 300 x 200 x 80mm / 200 x 200 x 80mm / 201 x 134 x 80mm / 134 x 134 x 80mm / 100 x 134 x 80mm / 201 x 134 x 60mm / 134 x 134 x 60mm / 100 x 134 x 60mm / 80 x 80 x 60mm. ( 300x200x80 & 200x200x80 made to order )
Finish: Rumbled.
Shade: Rustic / Graphite / Autumn. 
Consult with Charcon technical literature for details. Charcon can also provide a design and specification service and it is recommended that they are consulted early in the design process.

Manufacturer: Aggregate Industries, Hulland Ward, Ashbourne, Derbyshire DE6 3ET. Tel: 01335 372222. Fax: 01335 370074 Web: www.aggregate.com
Product reference: Woburn Rumbled Block Paving
Sizes:
300 x 200 x 80 / 200 x 200 x 80mm / 201 x 134 x 80mm / 134 x 134 x 80mm / 100 x 134 x 80mm / 201 x 134 x 60mm / 134 x 134 x 60mm / 100 x 134 x 60mm / 80 x 80 x 60mm.
Special blocks: Countryside Classic Kerb / Charcon Block Kerb.
Colour/ Finish: Rustic / Graphite / Autumn / Rumbled.
NighTec Paving 
An innovative photo luminous block paving that glows in the dark for up to ten hours. 
NighTec is manufactured using face mix technology with the face mix containing photo luminous crystals which glow in the dark.
The blocks are semi dry pressed and secondary processed. 
The paving is designed for high volume pedestrian areas, town centres, shopping precincts, footway crossings and for areas subject to occasional light or heavy vehicular overrun, refer to Charcon Technical Services for further guidance.
NighTec products comply with the strength and slip resistant requirements of BS EN 1338. 

NighTec: Size: 100 x 100
Thickness: 80mm
Edge detail: Chamfered 
Finish: Washed
Shades: Photo Luminous, Blue-Green
Consult with Charcon technical literature for details. Charcon can also provide a design and specification service and it is recommended that they are consulted early in the design process.

Manufacturer: Aggregate Industries, Hulland Ward, Ashbourne, Derbyshire DE6 3ET. Tel: 01335 372222. Fax: 01335 370074 Web: www.aggregate.com  
Product reference: NighTec Block Paving
Colour/ Finish: Photo Luminous, Blue-Green
Edge detail: Chamfered
Method of manufacture: Semi dry pressed and secondary processed.
Nominal sizes: 100 x 100mm x 80
Europa Plain / Pencil Edge Blocks:
A standard plain finish block, complete with a fully co-ordinated block kerb system (See Q10/150 for details). 
Europa blocks are manufactured from quartzite aggregates and binders using a semi-dry pressing method and comply with the requirements of BS EN 1338 for strength and slip resistance. 
The blocks are available in a range of colours. 

Europa: Size: 200 x 100 x 60mm / 200 x 100 x 80mm
Finish: Plain
Shade: Europa Plain Grey / Buff / Red / Autumn / Brindle / Burnt Oker / Charcoal. Pencil Edge available in Grey, Red, Charcoal and Bribdle.
Yellow, white and black coated versions are available on request.
Areas of application:
All pedestrian areas, Shopping precincts, HGV loading areas, access roads and airports, docks and container loading areas, farm and stable areas. 
Consult with Charcon technical literature for details. Charcon can also provide a design and specification service and it is recommended that they are consulted early in the design process.

Manufacturer: Aggregate Industries, Hulland Ward, Ashbourne, Derbyshire DE6 3ET. Tel: 01335 372222. Fax: 01335 370074 Web: www.aggregate.com
Product reference: Europa Block Paving / Europa Pencil Edge Block Paving.
Sizes: 200 x 100 x 60mm / 200 x 100 x 80mm
Special blocks:
Small Kerbs Ref: SK
External Angle Ref: SK/A
Internal Angle Ref: SK/B
Internal Radius Ref: SK/C
External Radius Ref: SK/D

Medium Kerbs Ref: MK

Large Kerbs Ref: LK - HB/BN
Internal Radial Block Ref: LK/A – HB
Upright Internal/External Block Ref: LK/B – BN
External Radial Block Ref: LK/C – HB
Upright Internal Angle Ref: LK/D – HB
Upright External Angle Ref: LK/E – HB
Upright Internal Angle Ref: LK/F – BN
Upright External Angle Ref: LK/G – BN

Colour/ Finish: 
Plain Edge Grey / Buff / Red / Autumn / Charcoal / Marigold / Brindle / Burnt Oker
Pencil Edge - Grey / Charcoal / Red / Brindle.
Europa ML
A standard plain finish block, packaged for mechanical laying, supplied in 0.82m² laying modules (41 blocks per layer), laid in herringbone pattern. 
The Europa block range is available with a fully co-ordinated Block Kerb System.
Europa blocks are manufactured from quartzite aggregates and binders using a semi-dry pressing method and comply with the requirements of BS EN 1338 for strength and slip resistance. 

Europa ML: Size: 80mm
Finish: Plain
Shade: Grey / Buff / Red / Autumn / Brindle / Burnt Oker / Charcoal
Areas of application:
All pedestrian areas, Shopping precincts, HGV loading areas, access roads and airports, docks and container loading areas, farm and stable areas. 
Consult with Charcon technical literature for details. Charcon can also provide a design and specification service and it is recommended that they are consulted early in the design process.

Manufacturer: Aggregate Industries, Hulland Ward, Ashbourne, Derbyshire DE6 3ET. Tel: 01335 372222. Fax: 01335 370074 Web: www.aggregate.com
Product reference: Europa ML Block Paving.
Sizes: 80mm thick
Colour/ Finish: Grey / Red / Charcoal / Brindle / Buff / Burnt Oker / Autumn
Elite Format 2
A deterrent paving, manufactured as a semi dry block paving product and incorporating quartzite aggregates. 
Elite Format 2 block paving complies with the performance levels in BS EN 1338.
Format 2 is a pedestrian access deterrent defining footway ‘no-go’ areas and providing a traffic-calming component in speed bumps. 

Elite Format 2: Size: 298 x 80 x 90-132mm.
Finish: Plain
Shade: Grey
Consult with Charcon technical literature for details. Charcon can also provide a design and specification service and it is recommended that they are consulted early in the design process.

Manufacturer: Aggregate Industries, Hulland Ward, Ashbourne, Derbyshire DE6 3ET. Tel: 01335 372222. Fax: 01335 370074 Web: www.aggregate.com
Product reference: Elite Format 2 Deterrent Paving.
Sizes: 298 x 80 x 90-132mm.
Special blocks: Consult with Charcon for recommendations and details.
Colour/ Finish:  Grey.
